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Regarding to semi-industrial applications, especially for those mostly are reading data but not writing, InnoLite
can provides efficient lifespan for it.

InnoDisk EDC 4000 Embedded System
InnoLite CF Kiosk - a e e
-
Application: Information Kiosk Application: Embedded system
Item: InnoLite CF Item: iCF4000
Device density: 8GB Device density: 8GB
Data Transfer Frequency: Data Transfer Frequency:
Information data update: 4GB/month Data receive from host to write:
Averagely visitor login information: 24MB/day 320MB/once and 10 times/day
8 GB X 1024 (MB) X[5K (Erase cycle)| 8 GB X 1024 (MB) X|100K (Erase cycle) |
=256K Day =256K Day
160MB/Day 3200MB/Day

Interface SATA I 3.0G PATA
Operation Temp. 0°C~+70°C 0°C~+70°C
Vibration 20G(7~2000Hz) 20G(7~2000Hz)
Power Consumption 400mA(max.) 400 mA(max.)
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interface Mini PCle (SATA II) Mini PCle (SATA Il & USB 2.0) Mini PCle Mini PCle (SATA 1I)

Operation Temp. 0°C+70°C 0°C+70°C 0°C+70°C 0°C+70°C
Vibration 20G(7~2000Hz) 20G(7~2000Hz) 20G(7~2000Hz) 20G(7~2000Hz)

DClnputVoltage 3.3V 33V 3. 33V

Interface SATA I Soiin Comiact Flash 40iin

Operation Temp. 0°C~+70°C 0°C~+70°C 0°C~+70°C
Vibration 20G(7~2000Hz) 20G(7~2000Hz) 20G(7~2000Hz)
Power Consumption 206mA (max.) 140mA (max.) 140mA (max.)
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